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205-420CV

FALCON™ CHEMFR                 
TREATED COVERALL
• .42mm PVC/Nylon/PVC
• Welded seams 
• FR-Limited flamability - ASTM D6413 
• Attached hood with drawstring 
• Double storm flap with zipper & snap closures 
• Inner wrist cuff 
• Reinforced underarms, elbows, crotch and knees
• Snap wrist and ankle closures 

APPLICATIONS
• Rainy work conditions
• Petro/chemical industries 
• Construction/Shipyards 
• Sanitation/Janitorial 
• Sewer & water works 
• Agriculture 
• Industrial plant maintenance
 CARE INSTRUCTIONS
Wipe clean with damp cloth. Do not dry clean, machine wash or iron. 
Line dry away from heat.

TECHNICAL DATA
MATERIAL PVC / Heavy Duty Nylon / PVC

CONSTRUCTION .42mm PVC / Nylon (17mil)

COLOR  Green

SIZES S - 5X

PACKAGING 1 per polybag / 10 per case

CASE DIMENSIONS 9.0” x 23.5” x 15” / 23cm x 60cm x 38cm

CASE WEIGHT 53lbs / 24kg

COO China

BARCODES
ITEM BAG BOX CASE

 205-420CV/S 616314193750 --- 02616314193758

 205-420CV/M 616314193767 --- 02616314193765

 205-420CV/L 616314193774 --- 02616314193772

 205-420CV/XL 616314193781 --- 02616314193789

 205-420CV/2XL 616314193798 --- 02616314193796

 205-420CV/3XL 616314193804 --- 02616314193802

 205-420CV/4XL 616314193811 --- 02616314193819

 205-420CV/5XL 616314193828 --- 02616314193826

DIMENSIONS (in/cm)

S M L XL XXL 3XL 4XL 5XL

A 54.0/137.2 56.0/142.2 58.0/147.3 60.0/152.4 62.0/157.5 64.0/162.6 66.0/167.6 68.0/172.7 

B 34.5/87.6 35.5/90.2 37.0/94.0 38.5/97.8 41.0/104.1 43.0/109.2 44.0/118.8 45.0/114.3 

C 31.0/78.7 32.0/81.3 33.0/83.8 34.0/86.4 35.0/88.9 36.0/91.4 37.0/94.0 38.0/96.5

D 48.0/121.9 50.0/127.0 52.0/132.1 54.0/137.2 60.0/152.4 64.0/162.6 66.0/167.6 68.0/172.7

E 28.0/71.1 29.0/73.7 30.0/76.2 31.0/78.7 31.0/78.7 32.0/81.3 33.0/83.8 33.0/83.8

F 11.0/27.9 12.0/30.5 12.0/30.5 12.0/30.5 13.0/33.0 13.0/33.0 13.0/33.0 13.0/33.0
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