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PREMIUM HD NITRILE

GPNHD64100 M
GPNHD66100 L

GPNHD68100 XL

GlovePlus HD nitrile gloves are more than twice the 
thickness of standard gloves while featuring the extra 
protection of an extended cuff. This is the nitrile glove for 
high risk/chemical applications.

TENSILE STRENGTH (Min. Mpa)

Before Aging : 14 Mpa
After Aging : 14 Mpa

3 SIZES (M - XL)

LATEX FREE

TEXTURED/MICRO-ROUGHENED

Great fit for any size hand.

Micro-roughened for non-slip
wet gripping power.

A terrific alternative for profession-
als concerned with latex sensitivity.

NITRILE WARNING: Components used in making nitrile gloves may
cause allergic reactions in certain individuals.

AQL LEVEL  :  1.5

AVG. MIN. POWDER MASS
(Min. mg Per Glove) < 2 mg

PROTEIN CONTENT
N/A

ELASTICITY/ELONGATION (%)

Before Aging : 500%
After Aging : 400%

POWDER-FREE
Prevents skin irritation
associated with glove powders.

GlovePlus®  HD
Exam Grade
Heavy Duty 
Nitrile Gloves

SUPERB TENSILE STRENGTH
Beaded cuff for increased
tear resistance.


