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PREMIUM HDNITRILE

GWON44100 M
GWON46100 L

GWON48100 XL
GWON49100 XXL

Gloveworks HD orange nitrile provides high visibility and 
superior durability with a raised diamond texture for an 
excellent grip, wet or dry. Better performance, better 
protection, better safety.

TENSILE STRENGTH (Min. Mpa)
Before Aging : 20 Mpa
After Aging : 20 Mpa

ELASTICITY/ELONGATION (%)

Before Aging : 500%
After Aging : 400%

PROTEIN CONTENT
N/A

AVG. MIN. POWDER MASS
(Min. mg Per Glove) <2 mg

AQL LEVEL  :  4.0

SUPERB TENSILE STRENGTH
Beaded cuff for increased
tear resistance.

4 SIZES (M - XXL)

LATEX FREE

DIAMOND TEXTURED

POWDER-FREE

For a comfortable fit.

For a superior wet or dry grip.

Eliminates skin irritation associated
with glove powders.

Nitrile gloves are a latex free 
solution for professionals
concerned with latex sensitivity.

NITRILE WARNING: Components used in making nitrile gloves may
cause allergic reactions in certain individuals.

Gloveworks® HD 
Industrial Grade
Heavy Duty 
Orange Nitrile Gloves


